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BC-10

Now you can make your own business cards in
your office so easily, quickly and accurately!

Simple A4 card cutters with extreme quality.

The Uchida BC-10 fill your needs to make professionally cut business cards whether you are a small - mid sized

printer or large corporation producing 1000s of cards a day.

The high-quality cutters and cutting mark detecting function guarantee perfect finishing

Steps to make business card
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Printing by Cutting by
your Laser BC-10
printer

Layout of
business cards
on one sheet is
done by PC

Optional perforation and scoring device

Finished

business card.

Versa Trim

Uchida desktop cutter with more flexibility by
rapid tool changing.

The VersaTrim is able to make not only business cards, but also

post cards, insertion cards with just standard slitters. Of course

the optional perforation unit, scoring unit, photo card unit and

more are available. You can change the slitter units rapidly

without changing any tools.

Optical perforration device
or scoring device can be
easily installed in place of
the cutter device for
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perforation scoring

You are able to change the slitter unit by just one knob screw.
No tool are required.

Specifications Optional slitters for VersaTrim
Model BC-10 VersaTrim B85 85 x 55/54/51/50 mm (single/double cut)
Paper weight A4 / letter, 110 - 300 g/m2 A4 / letter, 120 - 350 g/m2 B90 90 x 55/54/51/50 mm (single/double cut)
Speed 100 business cards / min. 100 business cards / 78 sec. HD Half devide (105 x 74.25/99/148.5 mm)

Loading capacity 50 sheets of 0.2 mm thick paper

50 sheets of 0.2 mm thick paper FD

Full devide (210 x 74.25/99/148.5 mm)

Counter Addition or preset subtraction Addition or preset subtraction P Margin slitters + perforation
Dimensions 585(W) x 428(D) x 325(H) mm 750(W) x 435(D) x 290(H) mm S Margin slitters + scoring
Net weight 210 kg 240 kg P1 Photo L size (127 x 83.9 mm)
Power 110-120 or 220-240 VAC 50/60Hz  110-120 or 220-240 VAC 50/60Hz P2 Photo 2L size (127 x 178 mm)
2TW 04A - 32W 044A 44W 047A FP Perforation
Cutting accuracy =01 mm (single cut) (.15 mm (single cut) SD Scoring
(.18 mm (double cut) PC Post card (105 x 148.5 mm)

Options Slitter unit (85mm or 90mm),

Perforation unit and scoring unit.

B85 or B90, HD, FD (standard)
S, P, P1, P2, FP, SD, PC (EU version)

Safety standard

CE (EU version) / UL (US version) CE (EU version) / UL (US version)

*EU version. US version slitters available.
For further details & layouts, please contact to us.

Specifications are subject to change without notice.
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