
VS 200 
Professional tabletop twin head drill 

The VS-200 is a high speed synchronised twin spindle drill with 

a pre-programmable pitch bar for 6 settings. The heavy duty 

yet compact system has a 50mm pile height for drilling paper 

sizes up to A3, it is bench mounted with centring guides for best 

accuracy.
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Key product features:

•	 Synchronised twin spindle drill

•	 Bench mounted

•	 50mm pile height

Pitch bar Pitch assortment of the pre-programmed pitch bar for VS-200

Phase 1 2 holes : any pitch

Phase 2 34 holes : 8.47mm

Phase 3 4 holes : 80mm

Phase 4 4 holes : 45-65-45mm

Phase 5 6 holes : 19-19-51-19-19mm

Phase 6 Free for Universal pitch bar



*Disclaimer

As part of our continued product improvement plan, specifications and information published here are subject to change without notice.All specifications are dependent on application, type of stock, 

temperature, RH and print engine used. Specifications quoted were measured on uncoated and unprinted stock. E & OE.

VS 200
Professional tabletop twin head drill 

Uchida VS200 twin drill (2018 template)

Basic function	 Desktop twin head drill

Drilling diameter	 420mm (A3 longitudinal)

Back margin	 5 to 60mm

Selection of pitch 	 By pre-programmed pitch bar

Head distance	 40-142.5mm

Drill bit height adjustment	 Manually adjustable by standard tool (5mm)

Twin head driving system	 Timing belt

Paper waste disposal	 Natural emission to back side in waste basket

Table size (W) x (D)	 540 x 310 mm

Dimensions	 570(W) x 753(D) x 930(H) mm

NET weight (approx)	 65Kg

Power supply	 110, 120, 230 or 240VAC / 50-60Hz, single phase
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Technical specifications


